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Per; our application fior a variance this memorandum provides 
the supporting documentation rerquired per your instructions.
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Hazardous wastes are accumulated in drum type containers.
We utilize three sizes; 5i, 30, and 55 gal. capacity. Within 
each size there are open,j closed ,polypropylene, and metal drum 
types. They are purchasejd new or recycled each time we have the 
wastes hauled off. All containers are D.O.T. approved.
Secondary containment is provided through concrete dikes/berms.

In referance to our elemental neutralization unit, we have 
(3) all polypropylene tanks (250, 450, and 1000 gal.) with 
concrete vaults surrounding the 250 and 450 gal. tanks for 
secondary containment. The concrete vaults are epoxy coated.
The 1000 gal. tank is above ground with concrete dikes/berms for 
secondary containment. Cpntainment is estimated at 110%+. This 
unit has been apprQyie<$|byj the city of Santa Clara Building 
Department and the 'Safita jClara/San Jose Water Pollution Control 
Plant. !?:V" |

The location of the djrum accumulation area and the elemental 

neutralization unit , on thje site relative to the property lines 
can be found on plate no.! 3 of the enclosed groundwater 
monitoring report. j

WASTE CHARACTERISTICS

SSMD hazardous wastes, fall into three categories; 
flammables, corrosives, and poisons. MSDS sheets are available 
both at!the use point and in the Emergency Response Team 
manual.l Monthly volumes pf the different chemicals can be found 
on the second page of the| attached Industrial Wastewater 
Discharge Application sent to the San Jose/Santa Clara Water 
Pollution Control Board, jWastes are segregated by type and 
accumulated in compatible- containers for offsite disposal.
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Waste characteristics! of the waste water for the elemental 
neutralization unit include waste/spent nitric, sulfuric, 
hydrochloric, and aqua regia acid solutions with dionized 
water. Treatment is accomplished through the addition of sodium 
hydroxide or muriatic aci£ to correct pH.
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PROCESS

Wastes are generated from semiconductor manufacturina 
processes. Wastes;arp dicked up on a weekly basiS in approved 
collection containers an,d transported by cart to the desianated 
nfotrH°US Chemica^ Waste; accumulation area. From there it is 
picked up on an on-call dasis by Safety Specialists a state 
approved chemical Waste handler. No on-site waste disposal or 
processing is carried out , except for the neutralization of

W£ter‘j Weter from the elemental neutralization unit
is discharged intcy|hp city sewer. The pH is continuously 
monitored and alariipdlon! a 24-hour basis. A composite waste 
water sample is taken monthly and analyzed for heavy metals and 
solvente^sed at this facility. Attached is a cop^of ^he las?
12 months sampling report. All acids are compatible.

OPERATIONAL PROCEDURES |

Site security is extensive. The designated waste 
accumulation area is surrounded by chain link fencing with 
bi-lingua1 warning signs -j The area inside the fencehas an alarm 
button for spills within(the waste accumulation area. Waste 
water discharge is monitored for pH continuously 24 hours a day 
JjLAis alarn»ed if the PH goes above 10 or below 5.5. After hours 
the chemical alarms are monitored by our corporate Security
^®?f^traent who has a call list in the event of an after hours 
spin or alarm.

«^KAiLferf°n!?el W5° work with hazardous chemicals are provided 
with MSDS^sheets and training. SSMD has a trained Emergency
Response Team, capsule of handling most all spills and injuries 
Equipment on hand ijnplude spill pillows, SCBA gear, gas

; a^Shipment, etc. Monthly drills are held for 
the ERT, with in-hou^ejircllassroom training.

Leak detection ^ocedpres for containers in the Chemical
NeSt?al??S??iJtTiT«?l®li|- ?ss°ciat?d Piping,and the Elemental 
Neutralization Unit^tanks add vaults are carried out on a weeklv 
basis and are documented. *




